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TABLE 5 TO SUBPART DDDD OF PART 63—PERFORMANCE TESTING AND INITIAL COM-
PLIANCE DEMONSTRATIONS FOR THE COMPLIANCE OPTIONS AND OPERATING RE-
QUIREMENTS 

For each . . . For the following compliance options and 
operating requirements . . . 

You have demonstrated initial compli-
ance if . . . 

(1) Process unit listed in Table 1A to this 
subpart.

Meet the production-based compliance 
options listed in Table 1A to this sub-
part.

The average total HAP emissions meas-
ured using the methods in Table 4 to 
this subpart over the 3-hour perform-
ance test are no greater than the com-
pliance option in Table 1A to this sub-
part; AND you have a record of the 
operating requirement(s) listed in 
Table 2 to this subpart for the process 
unit over the performance test during 
which emissions did not exceed the 
compliance option value. 

(2) Process unit listed in Table 1B to this 
subpart.

Reduce emissions of total HAP, meas-
ured as THC, by 90 percent.

Total HAP emissions, measured using 
the methods in Table 4 to this subpart 
over the 3-hour performance test, are 
reduced by at least 90 percent, as cal-
culated using the procedures in 
§ 63.2262; AND you have a record of 
the operating requirement(s) listed in 
Table 2 to this subpart for the process 
unit over the performance test during 
which emissions were reduced by at 
least 90 percent. 

(3) Process unit listed in Table 1B to this 
subpart.

Limit emissions of total HAP, measured 
as THC, to 20 ppmvd.

The average total HAP emissions, meas-
ured using the methods in Table 4 to 
this subpart over the 3-hour perform-
ance test, do not exceed 20 ppmvd; 
AND you have a record of the oper-
ating requirement(s) listed in Table 2 
to this subpart for the process unit 
over the performance test during which 
emissions did not exceed 20 ppmvd. 

(4) Process unit listed in Table 1B to this 
subpart.

Reduce methanol or formaldehyde emis-
sions by 90 percent.

The methanol or formaldehyde emissions 
measured using the methods in Table 
4 to this subpart over the 3-hour per-
formance test, are reduced by at least 
90 percent, as calculated using the 
procedures in § 63.2262; AND you 
have a record of the operating require-
ment(s) listed in Table 2 to this sub-
part for the process unit over the per-
formance test during which emissions 
were reduced by at least 90 percent. 

(5) Process unit listed in Table 1B to this 
subpart.

Limit methanol or formaldehyde emis-
sions to less than or equal to 1 ppmvd 
(if uncontrolled emissions are greater 
than or equal to 10 ppmvd).

The average methanol or formaldehyde 
emissions, measured using the meth-
ods in Table 4 to this subpart over the 
3-hour performance test, do not ex-
ceed 1 ppmvd; AND you have a 
record of the operating requirement(s) 
listed in Table 2 to this subpart for the 
process unit over the performance test 
during which emissions did not exceed 
1 ppmvd. If the process unit is a re-
constituted wood product press or a 
reconstituted wood product board cool-
er, your capture device either meets 
the EPA Method 204 criteria for a PTE 
or achieves a capture efficiency of 
greater than or equal to 95 percent. 

(6) Reconstituted wood product press at 
a new or existing affected source, or 
reconstituted wood product board cool-
er at a new affected source.

Compliance options in Tables 1A and 1B 
to this subpart or the emissions aver-
aging compliance option in 
§ 63.2240(c).

You submit the results of capture effi-
ciency verification using the methods 
in Table 4 to this subpart with your No-
tification of Compliance Status. 

(7) Process unit listed in Table 1B to this 
subpart controlled by routing exhaust 
to a combustion unit.

Compliance options in Table 1B to this 
subpart or the emissions averaging 
compliance option in § 63.2240(c).

You submit with your Notification of 
Compliance Status documentation 
showing that the process exhausts 
controlled enter into the flame zone of 
your combustion unit. 
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For each . . . For the following compliance options and 
operating requirements . . . 

You have demonstrated initial compli-
ance if . . . 

(8) Process unit listed in Table 1B to this 
subpart using a wet control device as 
the sole means of reducing HAP emis-
sions.

Compliance options in Table 1B to this 
subpart or the emissions averaging 
compliance option in § 63.2240(c).

You submit with your Notification of 
Compliance Status your plan to ad-
dress how organic HAP captured in 
the wastewater from the wet control 
device is contained or destroyed to 
minimize re-release to the atmosphere. 

TABLE 6 TO SUBPART DDDD OF PART 63—INITIAL COMPLIANCE DEMONSTRATIONS FOR 
WORK PRACTICE REQUIREMENTS 

For each . . . For the following work practice require-
ments . . . 

You have demonstrated initial compli-
ance if . . . 

(1) Dry rotary dryer ................................... Process furnish with an inlet moisture 
content less than or equal to 30 per-
cent (by weight, dry basis) AND oper-
ate with an inlet dryer temperature of 
less than or equal to 600 °F.

You meet the work practice requirement 
AND you submit a signed statement 
with the Notification of Compliance 
Status that the dryer meets the criteria 
of a ‘‘dry rotary dryer’’ AND you have 
a record of the inlet moisture content 
and inlet dryer temperature (as re-
quired in § 63.2263). 

(2) Hardwood veneer dryer ...................... Process less than 30 volume percent 
softwood species.

You meet the work practice requirement 
AND you submit a signed statement 
with the Notification of Compliance 
Status that the dryer meets the criteria 
of a ‘‘hardwood veneer dryer’’ AND 
you have a record of the percentage of 
softwoods processed in the dryer (as 
required in § 63.2264). 

(3) Softwood veneer dryer ....................... Minimize fugitive emissions from the 
dryer doors and the green end.

You meet the work practice requirement 
AND you submit with the Notification 
of Compliance Status a copy of your 
plan for minimizing fugitive emissions 
from the veneer dryer heated zones 
(as required in § 63.2265). 

(4) Veneer redryers .................................. Process veneer with an inlet moisture 
content of less than or equal to 25 per-
cent (by weight, dry basis).

You meet the work practice requirement 
AND you submit a signed statement 
with the Notification of Compliance 
Status that the dryer operates only as 
a redryer AND you have a record of 
the veneer inlet moisture content of 
the veneer processed in the redryer 
(as required in § 63.2266). 

(5) Group 1 miscellaneous coating oper-
ations.

Use non-HAP coatings as defined in 
§ 63.2292.

You meet the work practice requirement 
AND you submit a signed statement 
with the Notification of Compliance 
Status that you are using non-HAP 
coatings AND you have a record 
showing that you are using non-HAP 
coatings. 

TABLE 7 TO SUBPART DDDD OF PART 63—CONTINUOUS COMPLIANCE WITH THE 
COMPLIANCE OPTIONS AND OPERATING REQUIREMENTS 

For . . . For the following compliance options and 
operating requirements . . . 

You must demonstrate continuous com-
pliance by . . . 

(1) Each process unit listed in Table 1B 
to this subpart or used in calculation of 
an emissions average under 
§ 63.2240(c).

Compliance options in Table 1B to this 
subpart or the emissions averaging 
compliance option in § 63.2240(c) and 
the operating requirements in Table 2 
to this subpart based on monitoring of 
operating parameters.

Collecting and recording the operating 
parameter monitoring system data list-
ed in Table 2 to this subpart for the 
process unit according to § 63.2269(a) 
through (b) and § 63.2270; AND reduc-
ing the operating parameter monitoring 
system data to the specified averages 
in units of the applicable requirement 
according to calculations in § 63.2270; 
AND maintaining the average oper-
ating parameter at or above the min-
imum, at or below the maximum, or 
within the range (whichever applies) 
established according to § 63.2262. 
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